LI-106 


LIGHTING — LIGHTING SYSTEM 


Footwell Light Circuit 


DESCRIPTION 


The footwell illumination control is controlled by the main body ECU. The operation and condition of this 


control are described below. 


Operation 


Condition 


Fade in 


When any of the following conditions is met, the footwell illumination fades in. 

e Any door is opened. 

e Any door is unlocked when the engine switch is off and all doors are closed. 
* The engine switch is turned from off to on (IG) when all doors are closed. 


Fade out immediately 


When either of the following conditions is met, the footwell illumination fades out immediately. 
¢ All doors are closed when the engine switch is off and all doors are locked. 
¢ All doors are locked when the engine switch is off. 


Illuminate for approximately 15 seconds, 
and then fade out 


Dim 


HINT: 


When either of the following conditions is met, the footwell illumination illuminates for approximately 
15 seconds and then fade out. 

* The engine switch is turned from on (IG) to off when all door are closed. 

¢ All doors are closed when the engine switch is off. 


When either of the following conditions is met, the footwell illumination dims. 

¢ The shift lever is adjusted to any position other than P when the footwell light is on, the engine 
switch is on (IG), and the shift lever is in the P position. 

e The engine switch is turned from off to on (IG) when the shift lever is in any position other than 
P. 


¢ Before performing troubleshooting of the footwell illumination control, check that the interior light 
control of the illuminated entry system is normal. 

e When one side footwell illumination does not come on, check the light or wire harness that is related to 
the light. When both right and left footwell lights do not come on, perform the ACTIVE TEST of the 


footwell illumination. 


WIRING DIAGRAM 


DOME 


Main Body ECU 


E53 
Footwell Light LH 


2 1 11 


From Battery > Or~_O 


' > ' E59) FSPT 
XX 


E54 
Footwell Light RH 


2] yi | 1 
WA 


E133242E01 
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INSPECTION PROCEDURE 


1 PERFORM ACTIVE TEST USING INTELLIGENT TESTER 


(a) Connect the intelligent tester to the DLC3. 

(b) Turn the engine switch on (IG). 

(c) Turn the intelligent tester main switch on. 

(d) Select the item(s) below in the ACTIVE TEST, and check 
the operation. 


MAIN BODY (MAIN BODY ECU): 
Tester Display Test Part Control Range Diagnostic Note 
STEP LIGHT Footwell lights ON / OFF 


OK: 


Footwell lights come on. 


PROCEED TO NEXT CIRCUIT INSPECTION 
SHOWN IN PROBLEM SYMPTOMS TABLE 
| CHECK HARNESS AND CONNECTOR (MAIN BODY ECU - BATTERY) 


wuiraiamiaee Sia (a) Disconnect the E59 main body ECU connector. 

: (b) Measure the voltage according to the value(s) in the 
table. 
Standard voltage 


Tester Connection Condition Specified Condition 
E59-11 (FSPT) - Body Always 10 to 14V 
ground 


[nc > REPAIR OR REPLACE HARNESS OR 
£121537E02 CONNECTOR 


REPLACE INSTRUMENT PANEL JUNCTION BLOCK ASSEMBLY 


